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Abstract
This paper focuses on the analytical formulation of a tensorial laminate-level
failure criterion. The criterion is formulated and expressed in the framework of
the first-order shear deformation theory (FSDT) in order to take into account the
influence of the transverse shear stresses on the failure mechanisms. More precisely
the most common polynomial ply-level failure criteria (expressed under a unified
matrix formulation) are considered and reformulated at the laminate level. The
proposed unified formulation relies on the utilisation of the polar formalism gener-
alised to the FSDT framework. Through this approach all the considered criteria
can be formulated in terms of tensor invariants. Furthermore, thanks to the polar
representation, an important theoretical result is proven: the existence of a set of
analytical relationships between the laminate strength and stiffness invariants.
Keywords:
Composites; Failure criteria; Anisotropy; Polar method; Strength; FSDT.
1 Introduction
The analysis and design of composite structures is a quite cumbersome multi-scale prob-
lem. The complexity is actually due to two intrinsic properties of composite materials,
i.e. the heterogeneity and the anisotropy. Although the heterogeneity gets involved at
all scales (micro, meso and macro), several homogenisation theories let simplify the de-
scription of the macroscopic mechanical response of composite structures. The simplest
one is the Classical Laminate Theory (CLT). Nevertheless, the results obtained by using
the CLT are not sufficiently accurate for those applications involving moderately thick
(or thick) composite parts. To overcome this difficulty more accurate theories have been
developed, e.g. the First-order Shear Deformation Theory (FSDT) [1].
The second intrinsic property of composite materials, i.e. the anisotropy, intervenes
mainly at both meso-scale (that of the constitutive lamina) and macro-scale (that of
the laminate). It is well known that the behaviour of an anisotropic continuum depend
upon the direction. As a consequence a considerable number of independent mechanical
parameters are needed to characterise the mechanical response of such a continuum.
Normally the Cartesian representation of tensors is employed to describe the behaviour
of an anisotropic material, see [2]. While on one hand the Cartesian representation seems
2
to be the “most natural” representation to describe the anisotropy, on the other hand it
shows a major drawback: the material parameters depend upon the coordinate system
chosen for characterising the mechanical response of the continuum. As a consequence,
the anisotropy of the material is described by a set of parameters which are not (tensor)
invariant quantities and that represent the response of the material only in a particular
frame and not in a general one.
Several alternative analytical representations can be found in literature. Some of
them rely on the use of tensor invariants which allow for describing the behaviour of an
anisotropic continuum through intrinsic material quantities. Of course, such representa-
tions do not imply a reduction in the number of parameters needed to fully characterise
the material behaviour. Nevertheless, since these intrinsic material quantities are tensor
invariants on the one hand they allow to describe the mechanical response of the material
regardless to the considered reference frame and on the other hand they let to better
highlight some physical aspects that cannot be easily caught when using the Cartesian
representation.
In the framework of the design of composite materials several analytical representations
of (plane) anisotropy were developed in the past and among them the most commonly
employed is that introduced by Tsai and Pagano [3]. The main drawbacks of this rep-
resentation are basically three: firstly not all parameters are tensor invariants, secondly
they do not have a simple and immediate physical meaning and, finally, they are not all
independent, see [4].
In 1979 Verchery [5] introduced the polar method for representing fourth-rank elasticity-
like plane tensors. This representation has been enriched and deeply studied later by
Vannucci and his co-workers [6–10]. The polar method relies upon a complex variable
transformation by taking inspiration from a classical technique often employed in ana-
lytical mechanics, see for instance the works of Kolosov [11] and Green and Zerna [12].
The main advantages of the polar formalism are essentially three: a) it is a representation
of anisotropy which is based on tensor invariants, b) such invariants have an immediate
physical meaning which is linked to the different (elastic) symmetries of the tensor and
3
c) the change of reference frame can be expressed in a straightforward way.
Concerning the problem of the design of a composite structure, the polar method has
been applied in the framework of the CLT for different real-life engineering applications
(see [13–19]) and recently extended to the FSDT [4, 20] and to the Third-order Shear
Deformation Theory (TSDT) [21].
Anisotropy strongly affects both stiffness and strength of structures. The strength (or
alternatively the weakness) of a given material is usually described by a failure criterion.
The aim of a failure criterion is the evaluation of the limit load that the structure can
withstand before the failure arises. We can separate the failure criteria into two distinct
classes: the phenomenological ones [3, 22–24] and the physically-based ones [25]. When
using phenomenological failure criteria, the occurrence of the failure is checked through
the computation of a scalar indicator, i.e. the failure index : only a single condition must
be verified. Nevertheless, no indication is given about the mechanism of failure that has
been activated. Conversely, physically-based failure criteria check separately multiple
failure mechanisms which are supposed as independent thus, the uniqueness of the failure
index is lost.
Several failure criteria have been developed for composites materials, see [26]. A
very exhaustive assessment of failure criteria for composite laminates has been done in
the World Wide Failure Exercise (WWFE) proposed by Hinton, Soden and Kaddour
in [27–29]. All the failure criteria discussed in [27–29] are ply-level failure criteria, i.e. they
are checked for each layer composing the laminate in order to determine the so-called first-
play failure. Nevertheless, unlike the description of the elasticity which is realised at each
scale (micro, meso and macro) the description of the strength for anisotropic materials
and structures is usually done at (and limited to) both microscopic and mesoscopic scales.
Indeed it is quite hard (and unusual too) to find research studies dealing with the
problem of the homogenisation of the strength properties of a composite material at
the macroscopic scale (i.e. at the laminate level). The problem of the formulation of
an equivalent laminate-level failure criterion is addressed only in few works, [30–32]. In
[30] De Buhan presented a study on the strength homogenisation of a generic composite
4
material. He considered a heterogeneous continuum composed of two constituents. The
strength homogenisation was evaluated at both mesoscopic and macroscopic scales. The
proposed model is very simple and makes use of the mixture law: at the macroscopic
scale the strength is the average of the strengths of each constitutive phase, weighted by
the corresponding material volume fraction. In [31] De Buhan and Taliercio addressed
the same problem by extending the theoretical model proposed in [30] and by considering
among the constitutive phases the presence of the fibre-matrix interface. The strength
domain is assumed to vary point-wise and it is approximated by an equivalent homogenised
strength field composed of two parts: the isotropic part, that does not depends upon the
volume fraction, and the anisotropic one depending on the volume fraction of each phase.
In [9] the most common phenomenological failure criteria (i.e. the Hill [22], Hoff-
man [23], Tsai-Wu [24] and the Zhang-Evans [33] criteria) have been formulated in the
mathematical framework of the polar method. This unified formulation through inva-
tiants has been utilised to formulate and solve the problem of maximising the strength
of a generic orthotropic sheet in terms of its material orientation. In [19] the unified
formulation presented in [9] was generalised in order to formulate a homogenised failure
criterion at the laminate level. The Tsai-Hill criterion was formulated (at the laminate
level) in terms of the laminate strength invariants and the problem of maximising the
strength of a laminated plate subject to in-plane loads was addressed.
The present study represents a further generalisation of the unified approach proposed
in [19]: here tensorial laminate-level failure criterion is reformulated and expressed in the
framework of the FSDT in order to take into account also the out-of-plane shear stresses
that can lead to the failure of the laminate. Moreover in this work the most common failure
criteria of Tsai-Hill, Hoffman, Tsai-Wu and Zhang-Evans are considered and reformulated
at the laminate level. Finally thanks to the analytical results of the polar analysis of the
FSDT [4,20] an important theoretical result is proven: the existence of a set of analytical
relationships between the laminate strength and stiffness invariants. The manuscript is
organised as follows: Section 2 briefly recalls the fundamentals of the polar method while
Section 3 describes the main results of the polar formalism applied to FSDT. In Section
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4 the most common phenomenological failure criteria are formulated in the framework of
the unified approach based on tensor invariants at the ply-level, while in Section 5 their
laminate-level homogenised counterpart is discussed. Section 6 ends the paper with some
concluding remarks and future perspectives.
2 Fundamentals of the Polar Method
In this section the main results of the Polar Method introduced by Verchery [5] are briefly
recalled. The polar method is substantially a mathematical technique that allows for
expressing any n-rank plane tensor through a set of tensor invariants. Inspired by the
work of Green and Zerna [12], Verchery makes use of a (very classical) mathematical
technique based upon a complex variable transformation in order to easily represent the
affine transformation (in this case a rotation) of a plane tensor after a change of reference
frame. For more details about the genesis of the polar method the reader is addressed
to [6]. Here below only the main results concerning the polar representation of both
second-rank symmetric plane tensors and fourth-rank elasticity-like (i.e. having both
major and minor symmetries) plane tensors are briefly recalled.
In the framework of the polar formalism a second-rank symmetric plane tensor Zij, (i, j =
1, 2), within the local frame Υ = {0;x1, x2, x3}, can be stated as:
Z11 = T + R cos 2Φ ,
Z12 = R sin 2Φ ,
Z22 = T − R cos 2Φ ,
(1)
where T is the isotropic modulus, R the deviatoric one and Φ the polar angle. From
Eq. (1) it can be noticed that the three independent Cartesian components of a second-
rank plane symmetric tensor are expressed in terms of three polar parameters: among
them only two are tensor invariants, i.e. T and R, while the last one, namely the polar
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angle Φ, is needed to fix the reference frame. The converse relations are:
T =
Z11 + Z22
2
,
Rei2Φ =
Z11 − Z22
2
+ iZ12 ,
(2)
where i =
√−1 is the imaginary unit. For a second-rank plane tensor the only possible
symmetry is the isotropy which can be obtained when the deviatoric modulus of the
tensor is null, i.e. R = 0. Furthermore, when using the polar formalism the components
of the second-rank tensor can be expressed in a very straightforward manner in the frame
Υ I = {0;x, y, z} (turned counter-clock wise by an angle θ around the x3 axis) as follows:
Zxx = T + R cos 2(Φ − θ) ,
Zxy = R sin 2(Φ − θ) ,
Zyy = T − R cos 2(Φ − θ) .
(3)
Indeed the change of frame can be easily obtained by simply subtracting the angle θ from
the polar angle Φ.
Concerning a fourth-rank elasticity-like plane tensor Lijkl, (i, j, k, l = 1, 2) (expressed
within the local frame Υ ), its polar representation writes:
L1111 = T0 + 2T1 + R0 cos 4Φ0 + 4R1 cos 2Φ1 ,
L1122 = − T0 + 2T1 − R0 cos 4Φ0 ,
L1112 = R0 sin 4Φ0 + 2R1 sin 2Φ1 ,
L2222 = T0 + 2T1 + R0 cos 4Φ0 − 4R1 cos 2Φ1 ,
L2212 = − R0 sin 4Φ0 + 2R1 sin 2Φ1 ,
L1212 = T0 − R0 cos 4Φ0 .
(4)
As it clearly appears from Eq. (4) the six independent Cartesian components of Lijkl are
expressed in terms of six polar parameters: T0 and T1 are the isotropic moduli, R0 and
R1 are the anisotropic ones, while Φ0 and Φ1 are the polar angles. Only five quantities
are tensor invariants, namely the polar moduli T0, T1, R0, R1 together with the angular
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difference Φ0−Φ1. One of the two polar angles, Φ0 or Φ1, can be arbitrarily chosen to fix
the reference frame. The converse relationships are:
8T0 = L1111 − 2L1122 + 4L1212 + L2222 ,
8T1 = L1111 + 2L1122 + L2222 ,
8R0e
i4Φ0 = L1111 − 2L1122 − 4L1212 + L2222 + 4i(L1112 − L2212) ,
8R1e
i2Φ1 = L1111 − L2222 + 2i(L1112 + L2212) .
(5)
Once again, thanks to the polar formalism it is very easy to express the Cartesian com-
ponents of the fourth-rank tensor in the frame Υ I, in fact it suffices to subtract the angle
θ from the polar angles Φ0 and Φ1 as follows:
Lxxxx = T0 + 2T1 + R0 cos 4(Φ0 − θ) + 4R1 cos 2(Φ1 − θ) ,
Lxxyy = − T0 + 2T1 − R0 cos 4(Φ0 − θ) ,
Lxxxy = R0 sin 4(Φ0 − θ) + 2R1 sin 2(Φ1 − θ) ,
Lyyyy = T0 + 2T1 + R0 cos 4(Φ0 − θ) − 4R1 cos 2(Φ1 − θ) ,
Lyyxy = − R0 sin 4(Φ0 − θ) + 2R1 sin 2(Φ1 − θ) ,
Lxyxy = T0 − R0 cos 4(Φ0 − θ) .
(6)
In the case of a fourth-rank elasticity-like tensor the polar invariants are directly linked
to the (elastic) symmetries of the tensor, thus having an immediate physical meaning.
Indeed the polar formalism offers an algebraic characterisation of the elastic symmetries.
In particular it can be proved that for a fourth-rank elasticity-like plane tensor four
different types of elastic symmetry exist:
• Ordinary orthotropy : this symmetry corresponds to the algebraic condition
Φ0 − Φ1 = Kpi
4
, K = 0, 1 . (7)
Indeed, for the same set of tensor invariants, i.e. T0, T1, R0, R1, two different
shapes of orthotropy exist, depending on the value of K. Vannucci [6] shows that
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they correspond to the so-called low (K = 0) and high (K = 1) shear modulus
orthotropic materials firstly studied by Pedersen [34]. However, this classification is
rather limiting since the difference between these two classes of orhtotropy concerns,
more generally, the global mechanical response of the material, see [6, 9].
• R0−Orthotropy : the algebraic condition to attain this “special” orthotropy is
R0 = 0 . (8)
In this case the Cartesian components of the fourth-rank tensor Lijkl change (as a
result of a frame rotation) as those of a second-rank tensor, see Eqs. (1),(4). The
existence of this particular orthotropy has been found also for the 3D case [35].
• Square symmetry : it can be obtained by imposing the following condition
R1 = 0 . (9)
This symmetry represents the 2D case of the well-known 3D cubic syngony.
• Isotropy : the fourth-rank elasticity-like tensor is isotropic when its anisotropic mod-
uli are null, i.e. when the following condition is satisfied
R0 = R1 = 0 . (10)
3 The Polar Formalism applied to the First-order
Shear Deformation Theory of laminates
For sake of simplicity in this section all of the equations governing the laminate mechanical
response will be formulated in the context of the Voigt’s (matrix) notation. The passage
from tensor notation to Voigt’s notation can be easily expressed by the following two-way
relationships among indexes (for both local and global frames):
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{11, 22, 33, 32, 31, 21} ⇔ {1, 2, 3, 4, 5, 6} ,
{xx, yy, zz, zy, zx, yx} ⇔ {x, y, z, q, r, s} .
(11)
Let us consider a multilayer plate composed of n identical layers (i.e. layers having
same material properties and thickness). Let be δk the orientation angle of the k-th
ply (k = 1, ..., n), tply the thickness of the elementary lamina and h = ntply the overall
thickness of the plate. In the framework of the FSDT theory [1] the constitutive law of
the laminated plate (expressed within the global frame of the laminate Υ I) can be stated
as:

{N}
{M}
 =
 [A] [B]
[B] [D]


{ε0}
{χ0}
 , (12)
{F} = [H] {γ0} , (13)
where [A], [B] and [D] are the membrane, membrane/bending coupling and bending stiff-
ness matrices of the laminate, while [H] is the out-of-plane shear stiffness matrix. {N},
{M} and {F} are the vectors of membrane forces, bending moments and shear forces per
unit length, respectively, whilst {ε0}, {χ0} and {γ0} are the vectors of in-plane strains,
curvatures and out-of-plane shear strains of the laminate middle plane, respectively. The
expressions of matrices [A], [B] and [D] are:
[A] =
h
n
n∑
k=1
[Q (δk)] ,
[B] =
1
2
(
h
n
)2 n∑
k=1
bk [Q (δk)] ,
[D] =
1
12
(
h
n
)3 n∑
k=1
dk [Q (δk)] ,
(14)
with
bk = 2k − n− 1 ,
n∑
k=1
bk = 0 ,
dk = 12k (k − n− 1) + 4 + 3n (n+ 2) ,
n∑
k=1
dk = n
3 .
(15)
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It can be noticed that in Eq. (14) [Q(δk)] is the in-plane reduced stiffness matrix of the
k-th ply. Concerning Eq. (13), in literature one can find different expressions for the out-
of-plane shear stiffness matrix of the laminate [H]. In the following it will be considered
two different representations for this matrix, namely:
[H] =

h
n
n∑
k=1
[Q̂(δk)] (basic) ,
5h
12n3
n∑
k=1
(3n2 − dk)[Q̂(δk)] (modified) .
(16)
In Eq. (16) [Q̂(δk)] is the out-of-plane shear stiffness matrix of the elementary ply. The
first form of the matrix [H] is the basic one wherein the shear stresses are constant through
the thickness of each lamina. The second form of matrix [H] shown in Eq. (16) takes into
account on the one side the parabolic variation of the shear stresses through the thickness
of each lamina (which satisfies the local equilibrium) and on the other side the fact that
such stresses have to vanish on both top and bottom faces of the plate. For a deeper
insight on such aspects the reader is addressed to [1].
It can be proven that, when passing from the lamina material frame Υ (which is turned
counter-clock wise by the angle δk around the x3 axis with respect to the laminate global
frame) to the laminate global frame Υ I, the terms of the matrix [Q(δk)] behave like those
of a fourth-rank elasticity-like tensor, while the components of [Q̂(δk)] behave like those
of a second-rank symmetric tensor turned clockwise (although the rotation of the local
frame is counter-clockwise), see [4, 20] for more details. Therefore [Q(δk)] and [Q̂(δk)]
can be expressed (within the laminate global frame) by means of the polar formalism as
follows:
Qxx = T0 + 2T1 + R0 cos 4(Φ0 + δk) + 4R1 cos 2(Φ1 + δk) ,
Qxy = − T0 + 2T1 − R0 cos 4(Φ0 + δk) ,
Qxs = R0 sin 4(Φ0 + δk) + 2R1 sin 2(Φ1 + δk) ,
Qyy = T0 + 2T1 + R0 cos 4(Φ0 + δk) − 4R1 cos 2(Φ1 + δk) ,
Qys = − R0 sin 4(Φ0 + δk) + 2R1 sin 2(Φ1 + δk) ,
Qss = T0 − R0 cos 4(Φ0 + δk) ,
(17)
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and
Q̂qq = T + R cos 2(Φ − δk) ,
Q̂qr = R sin 2(Φ − δk) ,
Q̂rr = T − R cos 2(Φ − δk) .
(18)
In Eqs. (17) and (18) T0, T1, R0, R1, Φ0 and Φ1 are the polar parameters of the in-
plane reduced stiffness tensor of the lamina, while T , R, and Φ are those of the reduced
out-of-plane stiffness tensor: all of these parameters solely depend upon the ply material
properties (e.g. if the ply is orthotropic the polar parameters of [Q(δk)] depend upon E1,
E2, G12 and ν12, while those of [Q̂(δk)] depend upon G23 and G13).
In order to better analyse and understand the mechanical response of the laminate it
is useful to homogenise the units of the matrices [A], [B], [D] and [H] to those of the ply
reduced stiffness matrices as follows:
[A∗] =
1
h
[A] ,
[B∗] =
2
h2
[B] ,
[D∗] =
12
h3
[D] ,
[H∗] =

1
h
[H] (basic) ,
12
5h
[H] (modified) .
(19)
In the framework of the polar formalism it is possible to express also matrices [A∗],
[B∗], [D∗] and [H∗] in terms of their polar parameters. In particular the homogenised mem-
brane, membrane/bending coupling and bending stiffness matrices behave like a fourth-
rank elasticity-like tensor while the homogenised shear matrix behaves like a second-rank
symmetric tensor. Moreover, the polar parameters of these matrices can be expressed
as functions of the polar parameters of the lamina reduced stiffness matrices and of the
geometrical properties of the stack (i.e. layer orientation and position). The polar repre-
sentation of [A∗], [B∗] and [D∗] is (see [4, 20]):
12
TA
∗
0 = T0 ,
TA
∗
1 = T1 ,
RA
∗
0 e
i4ΦA
∗
0 =
1
n
R0e
i4Φ0
n∑
k=1
ei4δk ,
RA
∗
1 e
i2ΦA
∗
1 =
1
n
R1e
i2Φ1
n∑
k=1
ei2δk ,
(20)
TB
∗
0 = 0 ,
TB
∗
1 = 0 ,
RB
∗
0 e
i4ΦB
∗
0 =
1
n2
R0e
i4Φ0
n∑
k=1
bke
i4δk ,
RB
∗
1 e
i2ΦB
∗
1 =
1
n2
R1e
i2Φ1
n∑
k=1
bke
i2δk ,
(21)
TD
∗
0 = T0 ,
TD
∗
1 = T1 ,
RD
∗
0 e
i4ΦD
∗
0 =
1
n3
R0e
i4Φ0
n∑
k=1
dke
i4δk ,
RD
∗
1 e
i2ΦD
∗
1 =
1
n3
R1e
i2Φ1
n∑
k=1
dke
i2δk ,
(22)
while that of matrix [H∗] (see [4, 20]) can be stated as:
TH
∗
=

T (basic) ,
2T (modified) ,
RH
∗
ei2Φ
H∗
=

1
n
Rei2Φ
n∑
k=1
e−i2δk (basic) ,
1
n3
Rei2Φ
n∑
k=1
(3n2 − dk)e−i2δk (modified) ,
(23)
From Eqs. (20)-(23) it seems that, at the macroscopic scale, the laminate behaviour
is governed by a set of 21 polar parameters: six for each one of the matrices [A∗], [B∗]
and [D∗], whilst three for the shear stiffness matrix. In this set the isotropic moduli of
[B∗] are null, whilst those of [A∗], [D∗] and [H∗] are identical (or proportional) to the
isotropic moduli of the layer reduced stiffness matrices. The only polar parameters which
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depend upon the geometrical properties of the stack (i.e. orientation angles and positions
of the plies) are the anisotropic moduli and polar angles of [A∗], [B∗] and [D∗] together
with the deviatoric modulus and polar angle of [H∗] for an overall number of 14 polar
parameters which can be designed (by acting on the geometric parameters of the stacking
sequence) in order to achieve the desired mechanical response for the laminate. However,
as it is proven in [4, 20], the deviatoric modulus and the polar angle of matrix [H∗] can
be expressed (depending on the considered formulation for [H∗]) as a linear combination
of the anisotropic polar modulus R1 and the related polar angle Φ1 of matrices [A
∗] and
[D∗] as follows:
RH
∗
ei2Φ
H∗
=

RA
∗
1
R
R1
ei2(Φ+Φ1−Φ
A∗
1 ) (basic) ,
R
R1
ei2(Φ+Φ1)
(
3RA
∗
1 e
−i2ΦA∗1 −RD∗1 e−i2ΦD
∗
1
)
(modified) ,
(24)
Eq. (24) means that (when the material of the elementary ply is fixed a priori) the overall
mechanical response of the laminate depends only on the anisotropic polar moduli and
the related polar angles of matrices [A∗], [B∗] and [D∗] even in the framework of the
FSDT. In particular the number of polar parameters to be designed remains unchanged
when passing from the context of CLT to that of FSDT. Moreover, as it clearly appears
from the first expression of Eq.(24), when using the basic definition of the laminate shear
stiffness matrix, the ratio between the deviatoric part of the matrix [H∗], i.e. RH
∗
ei2Φ
H∗
,
and the anisotropic term RA
∗
1 e
i2ΦA
∗
1 of matrix [A∗] is constant once the material of the
constitutive layer is chosen: such a ratio does not depend upon the layers orientations
and positions, rather it solely varies with the material properties of the constitutive layer
(i.e. when varying the polar parameters R1, Φ1, R, Φ). For a deeper insight in the matter
the interested reader is addressed to [4, 20].
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4 A unified formulation of ply-level failure criteria in
the FSDT framework
In the following section we will present a generalised description of some phenomenological
failure criteria, i.e. the Tsai-Hill, Hoffman, Tsai-Wu and Zhang-Evans criteria. All of
these criteria are conceived mainly for orthotropic plies. As discussed in [9], it is possible
to write all the stress-based criteria in a general matrix notation. We can express the
Tsai-Hill, Hoffman and Tsai-Wu criteria by the general condition
F... = {σ}T [F ] {σ}+ {σ}T {f} ≤ 1 ; (25)
where, in analogy with the tensorial formulation of Tsai-Wu, vectors {σ} and {f} behave
like second-rank symmetric tensor, while matrix [F ] behave like a fourth-rank elasticity-
like tensor. In the lamina material frame the components of [F ] and {f} are:
[F ] =

F11 F12 F13 0 0 0
F12 F22 F23 0 0 0
F13 F23 F33 0 0 0
0 0 0 F44 0 0
0 0 0 0 F55 0
0 0 0 0 0 F66

, {f} =

f1
f2
f3
0
0
0

. (26)
since the constitutive ply is assumed to be orthotropic, see [24]. The same quantities can
be expressed in the global frame Υ I:
[F ] =

Fxx Fxy Fxz 0 0 Fxs
Fxy Fyy Fyz 0 0 Fys
Fxz Fyz Fzz 0 0 0
0 0 0 Fqq Fqr 0
0 0 0 Fqr Frr 0
Fxs Fys 0 0 0 Fss

, {f} =

fx
fy
fz
0
0
fs

. (27)
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The expression of the components of [F ] and {f} in terms of the lamina strength properties
are given in [24]. As discussed in [9] matrix [F ] (in analogy with the compliance matrix
[S]) can be interpreted as a weakness matrix.
According to the main hypotheses of the FSDT, the lamina is subject to a stress field
with σ3 = σz = 0. In this background the tensorial criterion of Eq. (25) writes:
Fply =
{
σin
}T [
F in
] {
σin
}
+
{
σout
}T [
F out
] {
σout
}
+
{
σin
}T {
f in
} ≤ 1 ; (28)
where:
{
σin
}
=

σx
σy
σs
 ,
{
σout
}
=
σqσr
 , (29)
and
[
F in
]
=

Fxx Fxy Fxs
Fxy Fyy Fys
Fxs Fys Fss
 , [F out] =
Fqq Fqr
Fqr Frr
 ,{f in} =

fx
fy
fs
 . (30)
The generalised stress-based tensorial criterion can be expressed also in terms of
strains, using the Hooke’s law:
{σin} = [Qin] {εin} ,
{σout} = [Qout] {εout} ,
(31)
with:
[
Qin
]
=

Qxx Qxy Qxs
Qxy Qyy Qys
Qxs Qys Qss
 , [Qout] =
Qqq Qqr
Qqr Qrr
 . (32)
The criterion become:
Fply =
{
εin
}T [
Gin
] {
εin
}
+
{
εout
}T [
Gout
] {
εout
}
+
{
εin
}T {
gin
} ≤ 1 ; (33)
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with:
[Gin] = [Qin]
T
[F in] [Qin] ,
[Gout] = [Qout]
T
[F out] [Qout] ,
{gin} = [Qin]T {f in} .
(34)
The mathematical formulation of Eq. (33) correspond also to the strain-based failure
criterion of Zhang-Evans [33] where [Gin], [Gout] and {gin} are the matrices and vector,
respectively, of admissible strains of the material. In Eq. (33) where the failure criteria are
expressed in terms of strains, matrices [Gin] and [Gout] can be considered as the analogous
of the stiffness matrices [Qin] and [Qout], respectively; therefore matrices [Gin] and [Gout]
can be considered as the strength matrices of the constitutive ply. In the framework of
FSDT, the strain vectors are:
{εin} = {ε0}+ z {χ0} ,
{εout} = {γ0} .
(35)
By replacing Eqs. (35) in Eq. (33) the tensorial ply-level failure criterion in the framework
of FSDT theory becomes:
Fply = {ε0}T [Gin] {ε0}+ z2 {χ0}T [Gin] {χ0}+ 2z {ε0}T [Gin] {χ0}+
· · ·+ {γ0}T [Gout] {γ0}+ {ε0}T {gin}+ z {χ0}T {gin} ≤ 1 .
(36)
5 Evaluation of the laminate strength using a ho-
mogenised criterion
In this Section a homogenised failure criterion that gives a measure of the strength of the
laminate is formulated in the framework of the FSDT. Let us consider a multilayer plate
with n plies. The generic k-th ply is characterised by the position of its bottom and top
surfaces, zk−1 and zk as shown in Fig. 1, the fibre orientation angle δk, the in-plane and
out-of-plane reduced stiffness matrices [Qin (δk)], [Q
out (δk)] and the strength matrices and
vector [Gin (δk)], [G
out (δk)] and {gin (δk)}, respectively.
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Figure 1: Sketch of the laminate layers and interfaces, see [36].
The “laminate failure index” is calculated by integrating Eq. (36) through the thickness
of the plate:
Flam =
1
h
∫
h
Fply(z)dz ≤ 1. (37)
Eq. (37) represents in some sense, an average strength that can be evaluated by compos-
ing, for a given strain field, the residual strength of each ply. Since the vectors of in-plane
strain {ε0}, curvature {χ0} and transverse shear strain {γ0} do not depend upon the z
coordinate, Eq. (37) becomes:
Flam =
1
h
[
{ε0}T
(∫
h
[Gin] dz
) {ε0}+ {χ0}T (∫h [Gin] z2dz) {χ0}+
2 {ε0}T
(∫
h
[Gin] zdz
) {χ0}+ {γ0}T (∫h [Gout] dz) {γ0}+
+ {ε0}T
(∫
h
{gin} dz) + {χ0}T (∫h {gin} zdz)] ≤ 1 .
(38)
Integrating the previous matrices over the thickness of each constitutive layer and
summing the different contributions leads to the following relationship:
FLamHill =
1
h
(
{ε0}T
[
GA
] {ε0}+ {χ0}T [GD] {χ0}+ 2 {ε0}T [GB] {χ0}+
{γ0}T [GH ] {γ0}+ {ε0}T {gA}+ {χ0}T {gD}
)
≤ 1.
(39)
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The different matrices of Eq. (39) are defined as:
[GA] =
n∑
k=1
[Gin (δk)] (zk − zk−1) ,
[GB] =
1
2
n∑
k=1
[Gin (δk)]
(
z2k − z2k−1
)
,
[GD] =
1
3
n∑
k=1
[Gin (δk)]
(
z3k − z3k−1
)
,
[GH ] =
n∑
k=1
[Gout (δk)] (zk − zk−1) ,
{gA} =
n∑
k=1
{gin (δk)} (zk − zk−1) ,
{gD} = 1
2
n∑
k=1
{gin (δk)}
(
z2k − z2k−1
)
.
(40)
where [GA],
[
GB
]
,
[
GD
]
and
[
GH
]
are the laminate membrane, membrane/bending cou-
pling, bending and shear strength matrices respectively, while {gA} and {gD} are the
membrane and bending strength vectors related to the linear part of the failure criterion.
Eq. (39) represents the “Polynomial laminate-level failure criterion” for a multilayer
plate modelled as an Equivalent Single Layer (ESL).
5.1 The polar analysis of the laminate strength properties
The polar analysis of the different matrices and vector appearing in Eq. (40) can be carried
out through the same conceptual steps already presented and discussed in the case of the
polar analysis of both first-order and third-order shear deformation theories [4,20,21]. In
particular, when passing from the lamina material frame Υ to the laminate global frame
Υ I (the frame Υ is turned counter-clockwise by an angle δk around the x3 axis):
• the terms of matrix [Gin] behave like those of a fourth-rank elasticity-like tensor;
• the terms of matrix [Gout] behave like those of a second-rank symmetric tensor
turned clockwise (although the true rotation of the lamina reference system is
counter-clockwise);
• the terms of vector {gin} behave like those of a second-rank symmetric tensor.
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Therefore [Gin], [Gout] and {gin} can be expressed, in the laminate global frame Υ I, in
terms of their polar parameters as:
Ginxx = Γ
in
0 + 2Γ
in
1 + Λ
in
0 cos 4(Ω
in
0 + δk) + 4Λ
in
1 cos 2(Ω
in
1 + δk) ,
Ginxy = − Γ in0 + 2Γ in1 − Λin0 cos 4(Ω in0 + δk) ,
Ginxs = Λ
in
0 sin 4(Ω
in
0 + δk) + 2Λ
in
1 sin 2(Ω
in
1 + δk) ,
Ginyy = Γ
in
0 + 2Γ
in
1 + Λ
in
0 cos 4(Ω
in
0 + δk) − 4Λin1 cos 2(Ω in1 + δk) ,
Ginys = − Λin0 sin 4(Ω in0 + δk) + 2Λin1 sin 2(Ω in1 + δk) ,
Ginss = Γ
in
0 − Λin0 cos 4(Ω in0 + δk) ,
(41)
and
Goutqq = Γ
out + Λout cos 2(Ω out − δk) ,
Goutqr = Λ
out sin 2(Ω out − δk) ,
Goutrr = Γ
out − Λout cos 2(Ω out − δk) ,
(42)
and those of {gin}:
ginx = γ
in + λin cos 2(ωin + δk) ,
gins = λ
in sin 2(ωin + δk) ,
giny = γ
in − λin cos 2(ωin + δk) .
(43)
In Eqs. (41)-(43) Γ in0 , Γ
in
1 , Λ
in
0 , Λ
in
1 , Ω
in
0 and Ω
in
1 are the polar parameters of the in-plane
strength matrix of the lamina; Γ out, Λout and Ω out are the polar parameters of the out-
of-plane strength matrix of the lamina; γin, λin and ωin are the polar parameters of the
in-plane strength vector of the lamina. All of these parameters solely depend upon the
ply material strength properties, see [9, 36].
In the framework of the polar analysis of the laminate strength it is useful to ho-
mogenise the units of matrices [GA], [GB], [GD], [GH ] and vectors {gA} and {gD} to those
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of the ply counterparts as follows:
[G∗A] =
1
h
[GA] , [G
∗
B] =
2
h2
[GB] , [G
∗
D] =
12
h3
[GD] ,
[G∗H ] =
1
h
[GH ] , {g∗A} =
1
h
{gA} , {g∗D} =
2
h2
{gD} .
(44)
The analogy between Eqs. (40) and (14) clearly appears: matrices [GA], [GB], [GD],
[GH ] represent the strength counterpart of the laminate stiffness matrices [A], [B], [D]
and [H]. In the case of the polar analysis of the laminate strength the new terms are the
membrane and bending strength vectors which are related to the linear part of the lami-
nate failure index. The components of the previous matrices and vectors can be expressed
in terms of their characteristic polar parameters. Moreover the laminate strength polar
parameters can be easily related to their lamina counterpart. In fact, through the polar
formalism, it is easy to separate the contributions of both the geometric parameters of
the stack (position, orientations) from the lamina strength properties to the global lami-
nate strength behaviour. In particular, the homogenised membrane, membrane/bending
coupling and bending strength matrices behave like fourth-rank elasticity like tensor, the
homogenised shear matrix behave like a “special” second-rank symmetric tensor(here the
term “special” means that the anisotropic part of this tensor can be got by considering the
opposite of the orientation angle for each ply), while the membrane and bending strength
vectors behave like a second-rank symmetric tensor. For a laminated plate composed of
identical plies, the following relationships apply.
• Polar parameters of [G∗A]:
Γ
G∗A
0 = Γ
in
0 ,
Γ
G∗A
1 = Γ
in
1 ,
Λ
G∗A
0 e
i4Ω
G∗A
0 =
1
n
Λin0 e
i4Ωin0
n∑
k=1
ei4δk ,
Λ
G∗A
1 e
i2Ω
G∗A
1 =
1
n
Λin1 e
i2Ωin1
n∑
k=1
ei2δk .
(45)
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• Polar parameters of [G∗B]:
Γ
G∗B
0 = 0 ,
Γ
G∗B
1 = 0 ,
Λ
G∗B
0 e
i4Ω
G∗B
0 =
1
n2
Λin0 e
i4Ωin1
n∑
k=1
bke
i4δk ,
Λ
G∗B
1 e
i2Ω
G∗B
1 =
1
n2
Λin1 e
i2Ωin1
n∑
k=1
bke
i2δk .
(46)
• Polar parameters of [G∗D]:
Γ
G∗D
0 = Γ
in
0 ,
Γ
G∗D
1 = Γ
in
1 ,
Λ
G∗D
0 e
i4Ω
G∗D
1 =
1
n3
Λin0 e
i4Ωin1
n∑
k=1
dke
i4δk ,
Λ
G∗D
1 e
i2Ω
G∗D
1 =
1
n3
Λin1 e
i2Ωin1
n∑
k=1
dke
i2δk .
(47)
• Polar parameters of [G∗H ]:
ΓG
∗
H = Γ out ,
ΛG
∗
Hei2Ω
G∗H =
1
n
Λoutei2Ω
out
n∑
k=1
e−i2δk .
(48)
• Polar parameters of {g∗A}:
γg
∗
A = γin ,
λg
∗
Aei2ω
g∗A =
1
n
λinei2ω
in
n∑
k=1
ei2δk .
(49)
• Polar parameters of {g∗D}:
γg
∗
D = 0 ,
λg
∗
Dei2ω
g∗D =
1
n2
λinei2ω
in
n∑
k=1
bke
i2δk .
(50)
From Eqs. (45)-(50) it seems that, at the macro-scale, the strength of the laminate is
governed by 27 polar parameters: six for each one of matrices [G∗A], [G
∗
B] and [G
∗
D]; three
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for shear strength matrix [G∗H ] and three for each one of vectors {g∗A} and {g∗D}. However
some simplifications arise:
• the isotropic moduli of [G∗A], [G∗D] and [G∗H ] are identical to the isotropic moduli of
the strength matrices of the layer;
• the isotropic moduli of [G∗B] are null;
• the spherical part of {g∗A} is identical to the spherical part of the strength vector of
the layer;
• the spherical part of {g∗D} is null;
• the deviatoric modulus and the polar angle of matrix [G∗H ] can be expressed as a
linear combination of the anisotropic polar modulus Λ
G∗A
1 and the related polar angle
Ω
G∗A
1 of matrix [G
∗
A] as follows:
ΛG
∗
Hei2Ω
G∗H = Λ
G∗A
1
Λout
Λin1
ei2(Ω
out+Ωin1 −Ω
G∗A
1 ) ; (51)
• the deviatoric modulus and the polar angle of vector {g∗A} can be expressed as a
linear combination of the anisotropic polar modulus Λ
G∗A
1 and the related polar angle
Ω
G∗A
1 of matrix [G
∗
A] as follows:
λg
∗
Aei2ω
g∗A = Λ
G∗A
1
λin
Λin1
ei2(Ω
G∗A
1 +ω
in−Ωin1 ) ; (52)
• the deviatoric modulus and the polar angle of vector {g∗D} can be expressed as a
linear combination of the anisotropic polar modulus Λ
G∗B
1 and the related polar angle
Ω
G∗B
1 of matrix [G
∗
B] as follows:
λg
∗
Dei2ω
g∗D = Λ
G∗B
1
λin
Λin1
ei2(Ω
G∗B
1 +ω
in−Ωin1 ) . (53)
The details of the proof leading to Eqs. (51)-(53) are given in Appendices Appendix
A and Appendix B. The previous considerations have a direct impact on the number
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of independent polar parameters describing the overall strength of the laminate which
reduces to only 12. In particular the independent polar parameters are the anisotropic
polar moduli and the polar angles of matrices [G∗A], [G
∗
B] and [G
∗
D]. This means that, as
in the case of the polar analysis of the laminate stiffness matrices, the number of polar
parameters to be designed (concerning the laminate strength) remains unchanged when
passing from the CLT to the FSDT.
5.2 The relationship between laminate stiffness and strength
The remark made at the end of the previous section can be extended when comparing
the matrices governing the behaviour of the laminate in terms of stiffness and strength,
respectively. In particular, further fundamental results can be deduced when comparing
Eqs. (45)-(47) to Eqs. (20)-(22). In fact the terms
n∑
k=1
αeimδk (with α = 1, bk, dk and
m = 2, 4) can be used to relate the components of the laminate strength and stiffness
matrices, respectively. The analytical formulae expressing the relationship among the
stiffness and strength polar parameters of the laminate are reported here below. The
proof is omitted for sake of brevity. Nevertheless, these relationships can be easily got by
utilising an analogous procedure to that detailed in Appendix Appendix A and Appendix
B adapted to the case of four-rank plane tensors. In particular, the anisotropic moduli
as well as the polar angles of matrices [G∗A], [G
∗
B] and [G
∗
D] can be related to those of the
laminate stiffness matrices [A∗], [B∗] and [D∗] as follows:
Λ
G∗A
0 e
i4Ω
G∗A
0 = RA
∗
0
Λin0
R0
ei4(Φ
A∗
0 +Ω
in
0 −Φ0) , (54)
Λ
G∗A
1 e
i2Ω
G∗A
1 = RA
∗
1
Λin1
R1
ei2(Φ
A∗
1 +Ω
in
1 −Φ1) , (55)
Λ
G∗B
0 e
i4Ω
G∗B
0 = RB
∗
0
Λin0
R0
ei4(Φ
B∗
0 +Ω
in
0 −Φ0) , (56)
Λ
G∗B
1 e
i2Ω
G∗B
1 = RB
∗
1
Λin1
R1
ei2(Φ
B∗
1 +Ω
in
1 −Φ1) , (57)
Λ
G∗D
0 e
i4Ω
G∗D
0 = RD
∗
0
Λin0
R0
ei4(Φ
D∗
0 +Ω
in
0 −Φ0) , (58)
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Λ
G∗D
1 e
i2Ω
G∗D
1 = RD
∗
1
Λin1
R1
ei2(Φ
D∗
1 +Ω
in
1 −Φ1) . (59)
Eqs. (54)-(59) imply that (when the material of the elementary ply is fixed a priori) the
overall mechanical response of the laminate, in terms of both stiffness and strength, de-
pends only on the anisotropic polar moduli and the polar angles of matrices [A∗], [B∗] and
[D∗] or, equivalently, on those of matrices [G∗A], [G
∗
B] and [G
∗
D]. More precisely this result
show that, at the macroscopic scale (i.e. that of the laminate) stiffness and strength are
strictly related and dependent: optimising the stiffness behaviour of a laminate implicitly
implies an optimisation of its “average strength” and vice-versa. Last but not least, the
number of polar parameters to be designed remains unchanged when passing from the
context of CLT to that of FSDT: the designer can act (through a variation of geometric
parameters such as layers orientations and positions) only on the anisotropic polar moduli
and polar angles of the membrane, membrane/bending coupling and bending stiffness (or
strength) matrices, all of the other quantities being directly linked to them.
6 Conclusions
The present study represents a generalisation of the unified approach proposed in [19]:
here tensorial laminate-level failure criteria are expressed in the framework of the FSDT
in order to catch the influence of the out-of-plane shear stresses on the laminate failure
mechanisms. To this purpose, the most common failure criteria of Tsai-Hill, Hoffman,
Tsai-Wu and Zhang-Evans are considered and reformulated at the laminate level.
In this work the polar method has been utilised to represent both strength matrices
and strength vectors of the laminate (these latter are related to the linear part of the
laminate failure index). In particular, the homogenised membrane, membrane/bending
coupling and bending strength matrices behave like fourth-rank elasticity-like tensor, the
homogenised shear matrix behaves like a “special” second-rank symmetric tensor (here the
term “special” means that the anisotropic part of this tensor can be got by considering the
opposite of the orientation angle for each ply), while the membrane and bending strength
vectors behave like second-rank symmetric tensors.
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The polar analysis of the laminate strength behaviour in the FSDT framework lets
arise some interesting facts which constitute just as many theoretical results. Firstly the
number of independent laminate strength invariants reduces to only 12. In particular,
it has been proven that the laminate strength can be completely described through the
anisotropic polar moduli and the polar angles of membrane, membrane/bending coupling
and bending strength matrices. This means that, as in the case of the polar analysis of the
laminate stiffness matrices, the number of polar parameters to be designed (concerning
the laminate strength) remains unchanged when passing from the CLT to the FSDT.
Finally by considering the same approach utilised for the polar analysis of the FSDT
[4,20] a further important theoretical result is proven: the existence of a set of analytical
relationships between the laminate strength and stiffness invariants implying that (when
the material of the elementary ply is fixed a priori) the overall mechanical response of
the laminate, in terms of both stiffness and strength, depends only on the anisotropic
polar moduli and the polar angles of stiffness matrices or, equivalently, on their strength
counterparts. This result shows that, at the macroscopic scale (i.e. that of the laminate)
stiffness and strength are strictly related and interdependent: optimising the stiffness
behaviour of a laminate implicitly implies an optimisation of its “average strength” and
vice-versa.
Appendix A The link between the polar parameters
of [G∗H ] and those of [G
∗
A]
In order to analytically derive the link between the deviatoric part of matrix [G∗H ] and the
second anisotropic polar modulus Λ
G∗A
1 and the related polar angle Ω
G∗A
1 of matrix [G
∗
A],
let us consider the expression of the quantities
n∑
k=1
e−i2δk appearing in Eq. (48). These
quantities actually depend upon the polar parameters of the membrane strength matrix
of the laminate. A quick glance to Eqs. (45) suffices to determine their expression. To
derive these relationships let us consider the following property of complex numbers:
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αz + βw = αz¯ + βw¯ ; with z, w ∈ C and α, β ∈ R , (A.0)
where z¯ is the complex conjugate of z. By using property (A.0) and considering Eq. (45)
we have:
n∑
k=1
e−i2δk =
n∑
k=1
ei2δk =
n∑
k=1
ei2δk = n
Λ
G∗A
1
Λin1
ei2(Ω
G∗
A
1 −Ω in1 ) = n
Λ
G∗A
1
Λin1
ei2(Ω
in
1 −Ω
G∗A
1 ) , (A.1)
Finally, by substituting Eq. (A.1) into Eq. (48) (and after some standard passages) it is
possible to obtain the desired result:
ΛG
∗
Hei2Ω
G∗H = Λ
G∗A
1
Λout
Λin1
ei2(Ω
out+Ω in1 −Ω
G∗A
1 ) . (A.2)
Appendix B The link between the polar parameters
of {g∗A} and {g∗D} and those of [G∗A] and
[G∗B]
Let us consider the expression of the quantities
n∑
k=1
ei2δk and
n∑
k=1
bke
i2δk appearing in Eqs. (49)-
(50). These quantities actually depend upon the polar parameters of the membrane
and membrane/bending coupling strength matrices of the laminate. A quick glance to
Eqs. (45) and (46) suffices to determine their expression. Indeed, from Eq. (45) we have:
n∑
k=1
ei2δk =
nΛ
G∗A
1 e
i2Ω
G∗A
1
Λin1 e
i2Ω in1
= n
Λ
G∗A
1
Λin1
ei2(Ω
G∗A
1 −Ω in1 ) , (B.0)
while from Eq. (46) we obtain:
n∑
k=1
bke
i2δk =
n2Λ
G∗B
1 e
i2Ω
G∗B
1
Λin1 e
i2Ω in1
= n2
Λ
G∗B
1
Λin1
ei2(Ω
G∗B
1 −Ω in1 ) . (B.1)
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By substituting Eqs. (B.0) and (B.1) into Eqs. (49) and (50), respectively (and after some
standard passages) we can obtain the desired result:
λg
∗
Aei2ω
g∗A = Λ
G∗A
1
λin
Λin1
ei2(Ω
G∗A
1 +ω
in−Ωin1 ) , (B.2)
and:
λg
∗
Dei2ω
g∗D = Λ
G∗B
1
λin
Λin1
ei2(Ω
G∗B
1 +ω
in−Ωin1 ) . (B.3)
References
1. J. N. Reddy. Mechanics of composite laminated plates and shells: theory and analysis.
(second edition) CRC Press, Boca Raton, FL, 2003.
2. R.M. Jones. Mechanics of composite materials. Taylor & Francis, 1999.
3. S.W. Tsai and H.T. Hahn. Introduction to composite materials. Technomic Press,
New York, 1980.
4. M. Montemurro. An extension of the polar method to the first-order shear deformation
theory of laminates. Composite Structures, 127:328–339, 2015.
5. G. Verchery. Les invariants des tenseurs d’ordre 4 du type de l’e´lasticite´. In Proceeding
of the Euromech Colloquium 115, volume 115, pages 93–104, Villard-de-Lans, France,
1979.
6. P. Vannucci. Plane anisotropy by the polar method. Meccanica, 40:437–454, 2005.
7. P. Vannucci. On special orthotropy of paper. Journal of Elasticity, 99:75–83, 2010.
8. P. Vannucci. A note on the elastic and geometric bounds for composite laminates.
Journal of Elasticity, 112:199–215, 2013.
9. A. Catapano, B. Desmorat, and P. Vannucci. Invariant formulation of phenomeno-
logical failure criteria for orthotropic sheets and optimisation of their strength. Math-
ematical Methods in Applied Sciences, 35(15):1842–1858, 2012.
28
10. M. Montemurro, A. Vincenti, and P. Vannucci. Design of elastic properties of lami-
nates with minimum number of plies. Mechanics of Composite Materials, 48:369–390,
2012.
11. G. V. Kolosov. On an Application of Complex Function Theory to a Plane Problem
of the Mathematical Theory of Elasticity. Yuriev, Russia, 1909.
12. A. Green and W. Zerna. Theoretical Elasticity. Clarendon Press, Oxford, UK, 1954.
13. M. Montemurro, A. Vincenti, and P. Vannucci. A two-level procedure for the global
optimum design of composite modular structures - application to the design of an
aircraft wing. part 1: theoretical formulation. Journal of Optimization Theory and
Applications, 155(1):1–23, 2012.
14. M. Montemurro, A. Vincenti, and P. Vannucci. A two-level procedure for the global
optimum design of composite modular structures - application to the design of an air-
craft wing. part 2: numerical aspects and examples. Journal of Optimization Theory
and Applications, 155(1):24–53, 2012.
15. M. Montemurro, Y. Koutsawa, S. Belouettar, A. Vincenti, and P. Vannucci. Design
of damping properties of hybrid laminates through a global optimisation strategy.
Composite Structures, 94:3309–3320, 2012.
16. M. Montemurro, A. Vincenti, Y. Koutsawa, and P. Vannucci. A two-level procedure
for the global optimization of the damping behavior of composite laminated plates
with elastomer patches. Journal of Vibration and Control, 21(9):1778–1800, 2013.
17. A. Catapano and M. Montemurro. A multi-scale approach for the optimum design
of sandwich plates with honeycomb core. Part I: homogenisation of core properties.
Composite Structures, 118:664–676, 2014.
18. A. Catapano and M. Montemurro. A multi-scale approach for the optimum design of
sandwich plates with honeycomb core. Part II: the optimisation strategy. Composite
Structures, 118:677–690, 2014.
29
19. A. Catapano, B. Desmorat, and P. Vannucci. Stiffness and strength optimization of
the anisotropy distribution for laminated structures. Journal of Optimization Theory
and Applications, 167(1):118–146, 2015.
20. M. Montemurro. Corrigendum to “an extension of the polar method to the first-
order shear deformation theory of laminates” [compos. struct. 127 (2015) 328-339].
Composite Structures, 131:1143–1144, 2015.
21. M. Montemurro. The polar analysis of the third-order shear deformation theory of
laminates. Composite Structures, 131:775–789, 2015.
22. R. Hill. A theory of the yielding and plastic flow of anisotropic metals. Proceed-
ings of the Royal Society of London. Series A, Mathematical and Physical Sciences,
193(1033):281–297, 1948.
23. O. Hoffman. The brittle strength of orthotropic materials. Journal of Composite
Materials, 1(2):200–206, 1967.
24. S.W. Tsai and E.M. Wu. A general theory of strength for anisotropic materials.
Journal of Composite Materials, 5:58–80, 1971.
25. J.H. Puck and H. Schu¨rmann. Failure analysis of FRP laminates by means of phys-
ically based phenomenological failure criteria. Composites Science and Technology,
(58):1045–1067, 1998.
26. R.E. Rowlands. Strength (failure) theories and their experimental correlation, volume
III. Handbook of Composite Materials, Elsevier Scientific, Oxford, 1984.
27. M.J. Hinton, A.S. Kaddour, and P.D. Soden. Failure criteria in fibre reinforced poly-
mer composites: the World Wide Failure Exercise, part A, volume 58. Composites
Science and Technology, Elsevier Science Ltd, 1998.
28. M.J. Hinton, A.S. Kaddour, and P.D. Soden. Failure criteria in fibre reinforced poly-
mer composites: the World Wide Failure Exercise, part B, volume 62. Composites
Science and Technology, Elsevier Science Ltd, 2002.
30
29. M.J. Hinton, A.S. Kaddour, and P.D. Soden. Failure criteria in fibre reinforced poly-
mer composites: the World Wide Failure Exercise, part C, volume 64. Composites
Science and Technology, Elsevier Science Ltd, 2004.
30. P. De Buhan. Homogenisation and yield design theory: the case of the multi-layered
composite material. C. R. Acad. Sc. Paris, II, 296:933–936, 1983.
31. P. De Buhan and A. Taliercio. A homogenisation approach to the yield strength of
composite materials. European Journal of Mechanics, A/Solids, 10(2):129–154, 1991.
32. M. Palantera, J.P. Karjalainen, and O. Saarela. Laminate level failure criteria based
on FPF analyses. volume SP-428. Proceeding European Conference on Spacecraft
Structures, Materials and Mechanical Testing, 1998.
33. W. Zhang and K.E. Evans. A strain-based tensor polynomial failure criterion for
anisotropic materials. Journal of Strain Analysis for Engineering Design, 23:179–186,
1988.
34. P. Pedersen. On optimal orientation of orthotropic materials. Structural Optimization,
1:101–106, 1989.
35. S. Forte. Classi di simmetria in elasticita` piana. Florence, (Italy), 2005. Proceedings
of the 17th AIMETA Congress.
36. Catapano A. Stiffness and Strength Optimisation of the Anisotropy Distribution for
Laminated Structures. PhD thesis, Universite´ Pierre et Marie Curie, Paris, France,
2013.
31
